
•    Fastest Return to Service  

•   High Rigidity & Vibration 
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REDRED
HIGH TEMP SERIES

BLACKBLACK
HIGH FLEX SERIES

GREYGREY
HIGH TORQUE SERIES

permatex.com

SELECTION GUIDE
SELECTION GUIDE

4 FORMATS 
AVAILABLE
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NET WT. 3.35 OZ. 
CONT. NET. 95 g

27038

Gasket Maker
Red Creador de juntas temperatura

máxima optimum 

Max TempMax Temp

Maximum Temperature

Applications

-90ºF to 750ºF
(-68ºC to 399ºC)Intermittent

Sensor Safe

RTV Silicone

NET WT. 3.35 OZ. / CONT. NET. 95 g
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750º
Maximum Temperature

NET WT. 3 OZ. 
CONT. NET. 85 g

34628

Gasket Maker
Red
Sellador de Juntas en

90 Minutos Rojo

-65ºF to 650ºF
(-54ºC to 343ºC)Intermittent

90 Minute
Return to Service

Sensor Safe
RTV Silicone

High Temperature

Applications
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NET WT. 3 / CONT. NET. 85 g

OPTIMUM THE RIGHT  
STUFF®

•  Maximum Performance

•   Maximum Temperature  (up to 750oF) •    Fastest Return to Service  

•  High Temperature Performance

HIGH  TEMP HIGH  TEMP 

•  High  Temperature PerformanceULTRA

NET WT. 3.35 OZ. 
CONT. NET. 95 g

81630

-65ºF to 650ºF
(-54ºC to 343ºC)Intermittent

High Temperature
Applications

Sensor Safe
RTV Silicone

RedRed
ULTRAULTRA

Gasket Maker

High Temp
Silicón RTV Formador de Juntas

de Alta Tempuratura

NET WT. 3.35 OZ. / CONT. NET. 95 g
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ITEM DESCRIPTION CASE 
QTY

CASE
L”

CASE
W”

CASE
H”

CASE  
CUBE

UPC PREFIX 
0686226

81630 PX ULTRA RED TUBE 3.35oz 12 9 8.5 4.25 0.188 81630 6

81695 PX ULTRA RED POWER BEAD 9.5oz 6 6.75 4.75 10.5 0.189 81695 5

81624 PX ULTRA RED CARTRIDGE 13oz 12 7.75 6 11.75 0.347 81624 5

27038 PX OPTIMUM RED TUBE 3.35oz 12 9 8.5 4.25 0.188 27038 2

27138 PX OPTIMUM RED POWER BEAD 8oz 6 6.75 4.75 10.5 0.189 27138 9

27238 PX OPTIMUM RED CARTRIDGE 13oz 12 7.75 6 11.75 0.347 27238 6

34424 PX RIGHT STUFF 1 MIN RED CARTRIDGE 10.1oz 6 6.125 4.125 9.188 0.146 34424 3

34423 PX RIGHT STUFF 1 MIN RED POWER CAN 3oz 6 8.5 5.5 7 0.222 34423 6

34425 PX RIGHT STUFF 1 MIN RED CARTRIDGE 5oz 6 7.25 4.25 6.5 0.118 34425 0

34426 PX RIGHT STUFF 1 MIN RED POWER BEAD 7.5oz 6 6.5 4.25 10.125 0.194 34426 7

34628 PX RIGHT STUFF 90 MIN RED TUBE 3oz 12 9 8.5 5.25 0.232 34628 5

NEW!NEW! Permatex® Red Gasket Makers are specially formulated for high  
temperature applications to withstand high thermal cycling. 
TOP JOB APPLICATIONS: Header, Exhaust Manifold, Turbocharge,  
Slip-fit Exhaust 
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Four Formats Available



THE RIGHT  
STUFF®

NET WT. 3.35 OZ. 
CONT. NET. 95 g

27037

Gasket Maker
Black Creador de juntas

Máxima flexibilidad optimum 

Sensor Safe

RTV Silicone

Maximum Flexibility for

Lightweight Components

-65ºF to 500ºF
(-54ºC to 260ºC)Intermittent

Max FlexMax Flex
& OIL RESISTANCE

NET WT. 3.35 OZ. / CONT. NET. 95 g
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& Maximum Oil Resistance
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NET WT. 3 OZ. 
CONT. NET. 85 g

25228

90 Minute
Return to Service

Gasket Maker
Black
Sellador de Juntas en

90 Minutos Negro

Sensor Safe
RTV Silicone

Ideal for Domestic

& Older Vehicles

High Flexibility &

Fluid Resistance
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NET WT. 3 / CONT. NET. 85 g

OPTIMUM THE RIGHT  

STUFF®

 •  Maximum  Flexibility 

•  Maximum Oil Resistance

•  High Flexibility

•  High Oil Resistance

ULTRA

NET WT. 3.35 OZ. 
CONT. NET. 95 g

82180

Ideal for Domestic
& Older Vehicles

Heavy Duty Oil
Applications

Sensor Safe
RTV Silicone

BlackBlack
ULTRAULTRA

Gasket Maker

Oil Resistant
Creador de Empaques de Gris Ulta

NET WT. 3.35 OZ. / CONT. NET. 95 g
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HIGH  FLEX HIGH  FLEX 

•    Fastest Return to Service  

•  Heavy Duty Oil Applications

Permatex® Black Gasket Makers  are specially formulated to
combine high flexibility and heavy duty oil resistance. Ideal for 
wide bolt patterns. 
TOP JOB APPLICATIONS: Oil Pans, Timing Covers, Transmission Pans, 
Differential Covers
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ITEM DESCRIPTION CASE 
QTY

CASE
L”

CASE
W”

CASE
H”

CASE  
CUBE

UPC PREFIX 
0686226

22072 PX ULTRA BLACK TUBE .5oz 6 7.25 5.375 3.5 0.079 22072 1

82180 PX ULTRA BLACK TUBE 3.35oz 12 9 8.5 4.25 0.188 82180 5

85080 PX ULTRA BLACK POWER BEAD 9.5oz 6 6.75 4.75 10.5 0.185 85080 5

24105 PX ULTRA BLACK CARTRIDGE 13oz 12 8 6.25 9.5 0.347 24105 4

82080 PX ULTRA BLACK POWER CAN 8.75oz 6 9.375 4.5 6.75 0.165 82080 8

27037 PX OPTIMUM BLACK TUBE 3.35oz 12 9 8.5 4.25 0.188 27037 5

27137 PX OPTIMUM BLACK POWER CAN 9.5oz 6 6.75 4.75 10.5 0.189 27137 2

27237 PX OPTIMUM BLACK CARTIRIDGE 13oz 12 7.75 6 11.75 0.347 27237 9

25229 PX RIGHT STUFF 1 MIN BLACK POWER CAN 3oz 6 8.625 5.875 7.625 0.223 25229 6

25223 PX RIGHT STUFF 1 MIN BLACK POWER CAN 4oz 6 7.25 5.25 8 0.173 25223 4

25224 PX RIGHT STUFF 1 MIN BLACK POWER CAN 7oz 6 7 4.75 8.313 0.187 25224 1

85224 PX RIGHT STUFF 1 MIN BLACK POWER BEAD 7.5oz 6 6.5 4.25 10.125 0.194 85224 3

29208 PX RIGHT STUFF 1 MIN BLACK CARTRIDGE 5oz 6 7.25 4.25 6.5 0.118 29208 7

33694 PX RIGHT STUFF 1 MIN BLACK CARTRIDGE 10.1oz 6 6.125 4.125 9.188 0.146 33694 1

25228 PX RIGHT STUFF 90 MIN BLACK TUBE 3oz 12 9 8.5 5.25 0.232 25228 9

Four Formats Available



NET WT. 3.35 OZ. 
CONT. NET. 95 g

27036

Gasket Maker
Grey

Creador de juntas

Tuerca maxima optimum 

Max TorqueMax Torque
& HIGH TEMPERATURE

Maximum Torque &

Vibration Applications

-65ºF to 700ºF
(-54ºC to 371ºC)Intermittent

Sensor Safe

RTV Silicone

NET WT. 3.35 OZ. / CONT. NET. 95 g
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AX

& High Temperature

NET WT. 3 OZ. 
CONT. NET. 85 g

34328

Gasket Maker
Grey
Sellador de Juntas en

90 Minutos Gris

Sensor Safe
RTV Silicone

Ideal for Import &

Newer Vehicles

High Torque &

Vibration Applications

90 Minute
Return to Service
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NET WT. 3 / CONT. NET. 85 g

OPTIMUM THE RIGHT  
STUFF®

•   Maximum  Rigidity 

•   Maximum Torque Load   

& Vibration Resistance
•    Fastest Return to Service  

•   High Rigidity & Vibration 

  

HIGH  TORQUE
HIGH  TORQUE

REDRED

permatex.com

 •   High Rigidity & Vibration ULTRA

NET WT. 3.5 OZ. 
CONT. NET. 99 g

82194

Ideal for
Import &
Newer Vehicles

Rigid Torque &
High Vibration
Applications

Sensor Safe
RTV Silicone

GreyGrey®
ULTRAULTRA

Gasket Maker

High Torque
Silicón RTV Formador de Juntas de Alta Torsión
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WARNING: ON DIRECT CONTACT, UNCURED
SEALANT IRRITATES EYES AND SKIN.

Read carefully other cautions on back panel.

ATENCIÓN: EL SELLADOR SIN
CURAR CAUSA IRRITACIÓN EN OJOS Y PIEL. 

Lea las precauciones al reverso.

NET WT. 3.5 OZ. / CONT. NET. 99 g

ITEM # DESCRIPTION CASE 
QTY

CASE
L”

CASE
W”

CASE
H”

CASE  
CUBE

UPC PREFIX 
0686226

22074  PX ULTRA GREY TUBE .5oz 6 7.25 5.375 3.5 .079 22074 5

82194  PX ULTRA GREY TUBE 3.5oz 12 9 8.5 4.25 .188 82194 2

85084  PX ULTRA GREY POWER BEAD 9.5oz 6 6.75 4.75 10.5 .185 85084 3

82195  PX ULTRA GREY CARTRIDGE 13oz 6 6.25 4.5 9.5 .155 82195 9

27036  PX OPTIMUM GREY TUBE 3.35oz 12 9 8.5 4.25 .118 27036 8

27136  PX OPTIMUM GREY POWER BEAD 9.5oz    6 6.75 4.75 10.5 .189 27136 5

27236  PX OPTIMUM GREY CARTRIDGE 13oz 12 7.75 6 11.75 .347 27236 2 

25238  PX RIGHT STUFF 1 MIN GREY POWER CAN 3oz 6 8.625 5.875 7.625 .223 25238 8

85144  PX RIGHT STUFF 1 MIN GREY POWER BEAD 7.5oz 6 6.5 4.25 10.125 .194 85144 4

34311  PX RIGHT STUFF 1 MIN GREY CARTRIDGE 5oz 6 6.5 4.25 6 .121 34311 6

34310  PX RIGHT STUFF 1 MIN GREY CARTRIDGE 10oz 6 6.125 4.125 9.188 .146 34310 9

34328  PX RIGHT STUFF 90 MIN GREY TUBE 3oz 12 9 8.5 5.25 .232 34328 4

Four Formats Available

PX-0759

Permatex® Grey Gasket Makers are specially formulated for high
rigidity and torque load. Ideal for high vibration applications and
closed bolt patterns. 
TOP JOB APPLICATIONS: Valve Cover, Water Pump,  
Intake Manifold End Seals, Thermostat Housings 
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