
GASKET MAKER SELECTOR CHART

Product
Water Pump 

& Thermostat 
Silicone  

Gasket Maker

Gear Oil 
Gasket Maker

Ultra Black 
Gasket Maker

Ultra Grey 
Gasket Maker

Ultra Red 
Gasket Maker

Optimum Black 
Gasket Maker

Optimum Grey 
Gasket Maker

Optimum Red 
Gasket Maker

The Right Stuff  
90min Black 

Gasket Maker

The Right Stuff  
90min Grey 

Gasket Maker

The Right Stuff  
90min Red 

Gasket Maker

The Right Stuff 
Black Gasket 

Maker

The Right Stuff 
Grey Gasket 

Maker

The Right Stuff 
Red Gasket 

Maker

Sizes/ 
Part  number

22071 - .5oz TB 81182 - 3oz TB 22072 - .5oz TB 22074 - .5oz TB 81630 - 3.35oz 
TB

27037 - 3.35oz 
TB

27036 - 3.35oz 
TB

27038 - 3.35oz 
TB

25228 - 3oz TB 34328 - 3oz TB 34628 - 3oz TB 25229 - 3oz PC 
Carded

25238 - 3oz PC 
Carded

34423 - 3oz PC 
Carded

81184 - 5fl oz 
CT

82180 - 3.35oz 
TB

82194 - 3.35oz 
TB

81695 - 9.5oz 
PB

27137 - 9.5oz 
PB

27136 - 9.5oz 
PB

27138 - 9.5oz 
PB

29208 - 5oz CT 34311 - 5oz CT 34425 - 5oz CT

85080 - 9.5oz 
PB

85084 - 9.5oz 
PB

81624 - 13oz 
CT

27237 - 13oz 
CT

27236 - 13oz 
CT

27238 - 13oz 
CT

85224 - 7.5oz 
PB

85144 - 7.5oz 
PB

34426 - 7.5 PB

33694 - 10oz 
CT

34310 - 10oz 
CT

34424 - 10oz 
CT

Temp Range -65°F to 500°F 
Intermit

-65°F to 500°F 
Intermit

-65°F to 500°F 
Intermit

-65°F to 500°F 
Intermit

-65°F to 650°F 
Intermit

-75°F to 500°F 
Intermit

-75°F to 700°F 
Intermit

-90°F to 750°F 
Intermit

-65°F to 500°F 
Intermit

-65°F to 500°F 
Intermit

-65°F to 650°F 
Intermit

-75°F to 450°F 
Intermit

-75°F to 450°F 
Intermit

-75°F to 650°F 
Intermit

Sensor Safe YES YES YES YES YES YES YES YES YES YES YES YES YES YES

Applications
Water-Glycol 
(Antifreeze)

Gear oil, Manual 
Transmissions

Heavy Duty Oil High Torque, 
High Vibration

High-Temp Max Flex and Oil 
Resistance

Max Torque & 
Vibration

Max Temp 90 Minute Return 
to Service

90 Minute Return 
to Service

90 Minute Return 
to Service

Immediate 
Return To 
Service

Immediate 
Return To 
Service

Immediate 
Return To 
Service

Water Pump 
& Thermostat 

Housings

Differentials, 
Transfer Cases

Older Domestic 
Vehicles, Oil 

Pans, Oil Pumps, 
Valve Covers, 
Timing Covers

Import & Newer 
Domestic 

Vehicles, Intake 
Manifolds, 
Thermostat 
Housings

Exhaust  
Manifold or 

Header Flanges, 
Exhaust Flange 
or Slip Fit Joints, 

EGR Valves, 
Turbo Flanges, 
Heat Riser Tube 

Flanges

Newer 
Lightweight 
& Premium 

Components, 
Oil Pans, Timing 

Covers

High 
Performance 
Components, 

Exhaust 
Manifolds, Intake 

Manifolds

Exhaust  
Manifold or 

Header Flanges, 
Exhaust Flange 
or Slip Fit Joints, 

EGR Valves, 
Turbo Flanges, 
Heat Riser Tube 

Flanges

Valve Covers, 
Intake Manifolds, 
Coolant Flanges, 
Oil Pans, Timing 
Covers, Heavy-

Duty Truck & 
Fleet

Valve Covers, 
Intake Manifolds, 
Coolant Flanges, 

Oil Pans, Oil 
Pumps, Timing 

Covers, 

Exhaust  
Manifold or 

Header Flanges, 
Exhaust Flange 
or Slip Fit Joints, 

EGR Valves, 
Turbo Flanges, 
Heat Riser Tube 

Flanges

Automotive & 
Marine Gaskets, 
Older Domestic 

Vehicles, oil 
pans, oil pumps, 

valve covers, 
timing covers

Automotive & 
Marine Gaskets, 
Older Domestic 

Vehicles, oil 
pans, oil pumps, 

valve covers, 
timing covers

Exhaust  
Manifold or 

Header Flanges, 
Exhaust Flange 
or Slip Fit Joints, 

EGR Valves, 
Turbo Flanges, 
Heat Riser Tube 

Flanges

Replaces
Replaces 

previous gen. 
Red

Replaces Ultra 
Copper 81878

PX-0766

SPECIALIZED ULTRA OPTIMUM 90 MIN ONE MINUTE

NET WT. 3.35 OZ. 
CONT. NET. 99 g

81630

-65ºF to 500ºF
(-54ºC to 260ºC)Intermittent

High Temperature
Applications

Sensor Safe
RTV Silicone

RedRed
ULTRAULTRA

Gasket Maker

High Temp
Creador de Empaques de Rojo Ulta

NET WT. 3.35 OZ. / CONT. NET. 99 g
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NET WT. 3.35 OZ. 
CONT. NET. 99 g

27037

Gasket Maker
Black Creador de juntas

Máxima flexibilidad optimum 

Sensor Safe

RTV Silicone

Maximum Flexibility for

Lightweight Components

-65ºF to 500ºF
(-54ºC to 260ºC)Intermittent

Max FlexMax Flex
& OIL RESISTANCE

NET WT. 3 OZ. / CONT. NET. 85 g
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& Maximum Oil Resistance

M
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NET WT. 3.35 OZ. 
CONT. NET. 99 g

27036

Gasket Maker
Grey

Creador de juntas

Tuerca maxima optimum 

Max TorqueMax Torque
& HIGH TEMPERATURE

Maximum Torque &

Vibration Applications

-65ºF to 700ºF
(-54ºC to 371ºC)Intermittent

Sensor Safe

RTV Silicone

NET WT. 3 OZ. / CONT. NET. 85 g
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M
ax

 To
rq

ue
 Ga

sk
et

 M
ak

er

TORQUEM
AX

& High Temperature

NET WT. 3.35 OZ. 
CONT. NET. 99 g

27038

Gasket Maker
Red Creador de juntas temperatura

máxima optimum 

Max TempMax Temp

Maximum Temperature

Applications

-90ºF to 750ºF
(-32ºC to 399ºC)Intermittent

Sensor Safe

RTV Silicone

NET WT. 3 OZ. / CONT. NET. 85 g
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750º
Maximum Temperature

NET WT. 3 OZ. 
CONT. NET. 85 g

34628

Gasket Maker
Red
Sellador de Juntas en

90 Minutos Rojo

-65ºF to 650ºF
(-54ºC to 343ºC)Intermittent

90 Minute
Return to Service

Sensor Safe
RTV Silicone

High Temperature

Applications
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NET WT. 3 / CONT. NET. 85 gNET WT. 3 OZ. 
CONT. NET. 85 g

25228

90 Minute
Return to Service

Gasket Maker
Black
Sellador de Juntas en

90 Minutos Negro

Sensor Safe
RTV Silicone

Ideal for Domestic

& Older Vehicles

High Flexibility &

Fluid Resistance
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NET WT. 3 / CONT. NET. 85 g NET WT. 3 OZ. 
CONT. NET. 85 g

25229

One Minute
Return to

Service

Gasket
Maker

Black
Formador de Juntas

 en 1 Minuto de

 Alta Flexibilidad

Sensor Safe
RTV Silicone

Ideal for Domestic

& Older Vehicles

High Flexibility &

Oil Resistance

NET WT. 3 OZ. 
CONT. NET. 85 g

25238

One Minute
Return to

Service

Gasket
Maker

Grey
Formador de Juntas

 en 1 Minuto de

 Alta Torsión

Sensor Safe
RTV Silicone

Ideal for Import &

Newer Vehicles

High Torque &

Vibration Applications

NET WT. 3 OZ. 
CONT. NET. 85 g

34423

One Minute
Return to

Service

Gasket
Maker

Red
Formador de Juntas

 en 1 Minuto de

 Alta Temperatura

Sensor Safe

-75°F to 650°F

(-59°C to 343°C Intermittent)

HighTemperature

Applications


